
Instructions for Wiring Harness - 
Alternator w/ External Regulator

S.67792
Fits: Ford 2600, 3600, 3900, 4100, 4600, (Diesel)
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COMPLETE HARNESS
IGNITON SWITCH
1- Red (Large Spade) Terminal 1 - Battery
2- Pink Terminal 2 - Accessories
3- Red Terminal 3 - Thermostart
4- Blue (Spade Connector) Terminal 4 - Gauges/
                 Warning Lights
5 - Brown Terminal 5 - Safety Start

6- Blue (Bullet Connector) Tail Light
7- Purple  Work Light
8- Orange Safety Switch

LIGHT SWITCH
9 -  Purple Rear Lights/ Head Lights
10- Pink/Purple Instrument Illumination
11- Red - HOT Light Switch

INSTRUMENT CLUSTER
12- Red/Blue/White Tracer Air Cleaner
13- Red/Blue Alternator
14- Red/Blue/Yellow Tracer Oil Gauge
15- Purple Instrument Cluster Illumination
16- Purple Instrument Cluster Illumination
17- Green Temperature Gauge
18- Black Ground
19- Red Voltage Stabilizer

REGULATOR
20- Black Plug  Reguator

STARTER
21- Red - HOT Starter - w/ Battery Cable
22- Orange Solenoid
23- Red Thermostart Switch

AIR CLEANER SWITCH
24- Black 
25- Blue

SENDERS/LIGHTS
26- Black Temperature Sender
32- Blue Oil Pressure Sender
27- Purple Headlights

ALTERNATOR
28- Black Ground
29- Blue Regulator
30- Red Field
31- Red w/ Eyelet Output

Regulator
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NOTE: 
Wires from stabilizer to gauges, 
plus fuel sender to gauges and 
thermostart connector to 
thermostart plug, not 
included with harness.


