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S.77021
Replaces: Kverneland 241167

Conus 2 55"

"H" Style
S.79760
        Replaces: 97631008

Conus 1 43 1/4"

S.130041
        42 mm Dia., Rated at 2,473 Lbs. on a 28" Load

47"

H Profile

H Profile

Cross Drilled - H/Duty, H Style
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S.22945
S.135881

Conus 3
Conus 3

45"
49"

Replaces: Kverneland 241127 

2-1/8" SQ., Thread Size M33 X 2.0

S.1840

S.1841

S.79082

S.130042

Fits Spears

Conus 1

Conus 2

Conus 3

Cross Drilled

A=1.023", B=1.220", C=1.378", 
D=1.988", E=4.345", F=3.405", G=.905"

A=1.260", B=1.575", C=1.772", 
D=1.988", E=4.345", F=3.661", G=.905"

A=1.97", B=2.13", D=3.15", E=6.15"

42mm Dia. Bore

S.77016
S.135882
S.77017
S.77035 
S.77018
S.77019

Conus 2
Conus 2 
Conus 2 
Conus 2 
Conus 2 
Conus 2

32"
36"
38 1/2"
43 1/4"
49"
55"

1-3/4" SQ., Thread Size M28 X 1.5

Replaces: Kverneland 241100,  241107, 241161 

Replaces: Kverneland 241166

Replaces: Kverneland 241162

Replaces: Kverneland 241163 

Heavy Duty

Extra H/Duty

PUTTING YOU SPAREX BALE SPEAR DISPLAY INTO 
ACTION TO INCREASE YOUR SPEAR SALES VOLUME!

Fill Your Stand With Below

1. Always maintain a “balanced loading” of 
spears, meaning to stand the larger spears across 
the back, while spacing them evenly from side to 
side in the display.
 
2. Place the new bale spears with the threaded nut 
end of the spear to the bottom of the display, next 
to the floor.  The tips of the spears will then be 
facing upward.
 
3. Attach the point of sale signage with double 
stick tape onto the bottom front section of the 
display.

NOW YOU ARE READY FOR BUSINESS!

Sparex #
Square Profile w/ Round Tip

S.77000 
S.77001
S.77002

Type

Conus 1
Conus 1
Conus 1

Length

23 5/8"
31 1/2"
43 1/4"

Replaces: Kverneland 221129, 221151

Sparex #
Square Profile w/ Round Tip

Type Length Sparex #

Standard Duty

Spoon End - Helps Pierce Hi-Density Bales

Bale Spear Bushings
Repairs/Mounts Worn Mounting Points 

on Loader & Bale Spear


